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Abstract. Actuator location and design are important choices in controller design for distributed
parameter systems. Semi-linear partial dierential equations model a wide spectrum of physical
systems with distributed parameters. It is shown that under certain conditions on the nonlinearity
and the cost function, an optimal control input together with an optimal actuator choice exist.
First order necessary optimality conditions are derived. The results are applied to optimal actuator
location and controller design in a nonlinear railway track model.
Key words.

ible structures

Actuator location, Semilinear partial dierential equations, Optimal control, Flex-

AMS subject classications.

49J27, 49K27, 49J10

1. Introduction. Actuator location and design are important design variables
in controller synthesis for distributed parameter systems. Finding the best actuator
location to control a distributed parameter system can signicantly reduce the cost
of the control and improve its eectiveness; see for example, [14, 30, 31]. The optimal
actuator location problem has been discussed by many researchers in various contexts;
see [17, 41] for a review of applications and [35] for optimal location of actuators to
maximize controllability in the wave equation. In [29] it was proved that an optimal
actuator location exists for linear-quadratic control. Conditions under which using
approximations in optimization yield the optimal location are also established. Similar results have been obtained for H2 and H∞ controller design objectives with linear
models [21, 32]. Results for optimal design have been obtained [33] and also characterizing the derivatives for shape optimization in a diusion equation [20]. There are
results on the related problem of optimal sensor location for linear PDE's; see [36]
for locations of maximum observability in the wave equation and [43] for concurrent
sensor choice/estimator design to minimize the error variance.
Nonlinearities can have a signicant eect on dynamics and such systems cannot
be accurately modelled by linear dierential equations. Optimal control of systems
modelled by nonlinear partial dierential equations (PDE's) has been studied for a
number of applications, including wastewater treatment systems [27], steel cooling
plants [40], oil extraction through a reservoir [25], solidication models in metallic
alloys [7], thermistors [19], the Schlögl model [8], static elastoplasticity [12], and the
Fokker-Planck equation [16]. A review of PDE-constrained optimization theory can
be found in the books [18, 24, 39]. In [9, 37] rst-order optimality conditions are
investigated for parabolic partial dierential equations.
Optimal actuator location has been addressed for some applications modelled by
nonlinear distributed parameter systems using a nite dimensional approximation of
the original partial dierential equation model. In [3], authors investigated the optimal
actuator and sensor location problem for a transport-reaction process using a nitedimensional model. Similarly, in [26], the optimal actuator and sensor location of
Kuramoto-Sivashinsky equation was studied using a nite-dimensional approximation.
Other research concerned with optimal actuator location in problems with nonlinear
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distributed parameter dynamics can be found in [4, 28, 38]. To our knowledge, there
are no theoretical results on optimal actuator location of nonlinear PDE's.
Theory for concurrent optimal control and actuator design of a class of controlled
semi-linear PDE's is described in this paper. The research described extends previous
work on optimal control of PDE's in that the linear part of the partial dierential
equation is not constrained to be the generator of an analytic semigroup. The input
operator of the system is parametrized by the possible actuator designs. A general
class of PDE's with weakly continuous nonlinear part is considered. Optimality equations explicitly characterizing the optimal control and actuator are obtained.
Location of actuators on structures has been one of the motivators for research
into optimal actuator location [17]. Various models have been studied. Classical
results in the literature concern control of linear and nonlinear Euler Bernoulli and
Timoshenko beam models [22, 23, e.g.]. In recent years, non-classical models of exible
beams such as micro-beam models have also attracted attention [13, e.g.]. In nonlinear
exible structures, the nonlinearity typically is on the deformation, not on the rate of
deformation. The space in which deformations evolve is compactly embedded in that
of rate of deformation. As a result, the nonlinear terms are weakly continuous in the
underlying state space. One important application of the results in this paper is to the
development of an optimal control strategy for the vibration suppression of railway
tracks [11]. Vibrations in a railway track with the interaction with the foundation
included in the model lead to a nonlinear PDE with a weakly continuous nonlinearity.
The paper is organized as follows. After a short paragraph on notation, the problem denition as well as the main results are stated in section 2. Section 3 discusses
the existence of a solution to the semi-linear partial dierential equation. The existence of an optimizer is established in section 4. First-order necessary condition
for the optimizer are provided in section 5. In section 6, the results of the previous
sections are applied to the railway track model. It is shown that the problem has a
optimal control and actuator location.
Notation. Throughout this paper, the letters c, t, and x denote a generic positive
constant, temporal variable, and spatial variable, respectively. The blackboard letters
as in Z denote Banach spaces, the calligraphic letters as in A denote operators on a
Banach space. If an operator is nonlinear its argument is shown in parenthesis as in
F(·). The Fraktur letters as in z refer to states evolving in a Banach space; the rest
of letters represent physical constants, generic constants, or a matrix. The adjoint
of an operator is denoted by A∗ . The superscript ·o shows that a state or an input
is optimal, and the tilde overscript ˜· is reserved for the state of a linearized system
unless otherwise stated. Norms and inner products on the underlying state space are
typed without any subscript, but on any other spaces, they are shown with a suitable
subscript to avoid confusion. Strong convergences on a Banach space are shown by →,
whereas a weak convergence is shown by *. If the Banach space Z1 is continuously
embedded in Z2 , we write Z1 ,→ Z2 . The Banach space C([0, T ]; Z) will often be
indicated C(0, T ; Z) for simplicity of notation.
2. Main Results. Consider a semi-linear system with state z(t) on a separable
reexive Banach space Z:

(1)

ż(t) = Az(t) + F(z(t)) + B(r)u(t),

z(0) = z0 ∈ D(A),

The function u(t) is the input to the system, and takes values in a reexive Banach
space U. The control operator B(·) depends on a parameter r that takes values in
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a set Kad in a topological space K. The parameter r typically has interpretation as
possible actuator locations. The operators A, F(·), and B(·) satisfy the following
assumptions.
Assumption A.
1. The state operator A with domain D(A) generate a strongly continuous semi-

group T (t) on Z.

2. The nonlinear operator F(·) is locally Lipschitz continuous on Z; that is, for

every positive number δ , there exists LF δ > 0 such that

kF(z2 ) − F(z1 )k ≤ LF δ kz2 − z1 k ,

for all kz2 k ≤ δ and kz1 k ≤ δ .

3. For each r ∈ Kad , the input operator B(r) is a linear bounded operator that

maps the input space U into the state space Z. This family of operators is
uniformly bounded over Kad , i.e., there exist a positive number MB such that
kB(r)k ≤ MB for all r ∈ Kad .
In some cases, due to lack of regularity of the input u, a classical solution to the
IVP (1) is not assured.
Definition 2.1. If z ∈ C(0, T ; Z) satises
(2)

Z
z(t) = T (t)z0 +

t

Z
T (t − s)F(z(s))ds +

0

t

T (t − s)B(r)u(s)ds,
0

for every z0 ∈ Z, it is said to be a mild solution to the IVP (1).
In section 3, the existence of a unique mild solution to the initial value problem
(IVP) (1) is proven assuming that u ∈ Lp (0, T ; U).
Theorem 3.1: Under assumption A, for each z0 ∈ Z and positive number R, there
exists T > 0 such that the IVP (1) admits a unique local mild solution z ∈ C(0, T ; Z)
for all u ∈ Lp (0, T ; U), kukp ≤ R, and all r ∈ Kad .
For functionals φ(z) on Z and ψ(u) on U, consider the cost function
Z
J(u, r; z0 ) =

T

φ(z(t)) + ψ(u(t)) dt,
0

where the admissible control input u(t) belongs to the set
Uad = {u ∈ Lp (0, T ; U)| kukp ≤ R}.

The optimization problem is to minimize J(u, r; z0 ) over all admissible control inputs
u ∈ Uad , and also over all admissible actuator locations r ∈ Kad , subject to the IVP
(1) with a xed initial condition z0 ∈ Z. That is,

(P)


min J(u, r; z0 )




 s.t. ż(t) = Az(t) + F(z(t)) + B(r)u(t),
z(0) = z0 ,


u(t)
∈ Uad ,



r ∈ Kad .

∀t ∈ (0, T ]

To guarantee the existence of a unique optimizer, further assumptions are needed on
the operators F(·), B(·), the set Kad , and the cost function J(u, r; z0 ).
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Assumption B.

1. The nonlinear operator F(·) is weakly sequentially continuous, i.e., if zn * z,

then F(zn ) * F(z) on Z.

2. Let Kad be a compact set in the actuator location space K. The family of

input operators B(r) : Kad (⊂ K) → L(U, Z) are continuous with respect to r
in the operator norm topology:
lim kB(r2 ) − B(r1 )k = 0.

r2 →r1

3. The functionals φ(·) and ψ(·) are weakly lower semi-continuous positive func-

tionals on Z and U, respectively.

It is shown in section 4 that under these assumptions, an optimal control and actuator
location exist.
Theorem 4.1: For initial condition z0 ∈ Z let T be such that the mild solution

exists for all u ∈ Uad , and all r ∈ Kad . Under assumptions A and B, there exists
a control input uo ∈ Uad together with an actuator location ro ∈ Kad , that solve the
optimization problem P.
To characterize an optimizer to the optimization problem, further assumptions
on dierentiability of the nonlinear operator F(·) and the cost function are needed.

Assumption C.

1. The nonlinear operator F(·) is Fréchet dierentiable on Z. Indicate the

2.
3.
4.
5.

Fréchet derivative of F(·) at z by Fz0 .
The mapping z 7→ Fz0 is bounded, i.e., bounded sets in Z are mapped into
bounded sets in L(Z).
The control operator B(r) is Fréchet dierentiable with respect to r in L(U, Z).
Indicate the Fréchet derivative of B(r) at r by Br0 .
The actuator location space K is a Hilbert space.
The state space Z and U are Hilbert spaces. Also, in the cost function, set
φ(z) = hQz, zi ,

ψ(u) = hRu, uiU ,

where the linear operator Q is a positive semi-denite, self-adjoint bounded
operator on Z, and the linear operator R is a positive denite, self-adjoint
bounded operator on U.
The following theorem is proved in section 5. In this theorem z = S(u; r, z0 )
denotes the control-to-state map (see Denition 5.1), and the operator (Br0 o u)∗ : Z →
K is dened as
h(Br0 o u)∗ p, riK = hp, (Br0 o r)ui ,

∀(u, p, r) ∈ U × Z × K.

Theorem 5.7: Suppose assumptions A, B1, B2, C hold. For any initial condition

z0 ∈ Z,

let the pair (uo , ro ) be a local minimizer of the optimization problem P with
the optimal trajectory zo = S(uo ; ro , z0 ). Also, let po (t), the adjoint state, indicate the
mild solution of the nal value problem
ṗo (s) = −(A∗ + Fz0∗o (t) )po (s) − Qzo (s),

po (T ) = 0.
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Then, if (uo , ro ) is an interior point of Uad × Kad , it satises
uo (t) = −R−1 B ∗ (ro )po (t),
Z T
(Br0 o uo (s))∗ po (s) ds = 0.
0

3. Existence of a Solution to the IVP. In the existing literature, the existence of a unique local solution to (1) is guaranteed for continuesly dierentiable
control inputs (see e.g. [34, Thm. 6.1.5]). This condition on the input to be continuously dierentiable is too restrictive. The following theorem guarantees the existence
of a unique local mild solution. In this theorem k·kp refers to the norm on Lp (0, T ; U),

1 < p < ∞.

Theorem 3.1. Under assumption A, for each z0 ∈ Z and positive number R,
there exists T > 0 such that the IVP (1) admits a unique local mild solution z ∈
C(0, T ; Z) for all u ∈ Lp (0, T ; U), kukp ≤ R, and all r ∈ Kad .
Proof. The idea of the proof is similar to [34, Thm. 6.1.4], with a slight modication that here u is in Lp (0, T ; U). For any z0 ∈ Z choose constants δ0 > 0 and T > 0
such that for t ∈ [0, T ]
kT (t)z0 − z0 k ≤ δ0 .

Let S be the closed bounded subset of C(0, T ; Z) dened as
(4)

S = {z(t) ∈ C(0, T ; Z)| z(0) = z0 , kz(t) − z0 k ≤ 2δ0 }.

Dene the operator G on S to be
(5)

Z
G(z(t)) = T (t)z0 +

t

Z
T (t − s)F(z(s)) ds +

0

t

T (t − s)B(r)u(s) ds.
0

It will be shown that for suciently small T , G maps S into S and is a contraction on
S.

Use the triangle inequality and write
Z

t

T (t − s)F(z(s)) ds

kG(z(t)) − z0 k ≤ kT (t)z0 − z0 k +
0

Z

(6)

t

T (t − s)B(r)u(s) ds .

+
0

There exist numbers M > 0 and ω such that kT (t)k ≤ M eωt . Also, recall from
assumption A2 that there is LF δ > 0 so that kF(z(s))k ≤ LF δ kz(s)k on a ball of
radius δ = kz0 k + 2δ0 centered at the origin. This gives a bound for the second term
on the left hand side of the inequality (6)
Z

(7)

t

T (t − s)F(z(s)) ds ≤ M max(1, eωT )LF δ δT.

0

Using assumption A3, an upper bound for the third right hand side term is
(8)

Z
0

t

T (t − s)B(r)u(s) ds ≤ M max(1, eωT )MB kukp T (p−1)/p .
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Applying these bounds to inequality (6) it follows for all u with kukp ≤ R that
(9)

kG(z(t)) − z0 k ≤ δ0 + M max(1, eωT )LF δ δT + M max(1, eωT )MB RT (p−1)/p .

Choose T small enough that the right hand side in (9) is less than 2δ0 . For such T ,
G : S → S.

Because of the local Lipschitz continuity of F(·)
Z

kG(z2 (t)) − G(z1 (t))kC(0,T ;Z) ≤

(10)

t

T (t − s) (F(z2 (s)) − F(z1 (s))) ds
0

C(0,T ;Z)
ωT

≤ M max(1, e

)LF δ T kz2 (t) − z1 (t)kC(0,T ;Z) .

Choosing T so M max(1, eωT )LF δ T < 1 yields that G is a contraction on S. Thus, the
operator G has a unique xed point in S that satises
(11)

t

Z
z(t) = T (t)z0 +

Z

t

T (t − s)F(z(s)) ds +
0

T (t − s)B(r)u(s) ds .
0

Thus, z(t) is the unique local mild solution of IVP (1).
Corollary 3.2. Under assumption A, for each z0 ∈ Z and R > 0, there exists

a positive number cT such that the mild solution to the IVP (1) satises, for all
kukp ≤ R,
(12)



kzkC(0,T ;Z) ≤ cT kz0 k + T (p−1)/p kB(r)k kukp .

Proof. Choose a suciently small time T such that the mild solution exists. Take
the norm of both sides of (2) and apply assumption A together with the triangle
inequality to obtain
Z
kz(t)k ≤ kT (t)z0 k +

t

t

Z

T (t − s)B(r)u(s) ds

T (t − s)F(z(s)) ds +
0

0

≤ M max(1, eωT ) kz0 k + M max(1, eωT )LF δ

Z

t

kz(t)k dt
0

(13)

+ M max(1, eωT )T (p−1)/p kB(r)k kukp .

Dening the constant
ωT

cT = M max(1, eωT )eM max(1,e

)LF δ T

,

and applying Grönwall's lemma [42, Thm. 1.4.1] to the above inequality yield
(14)



kz(t)k ≤ cT kz0 k + T (p−1)/p kB(r)k kukp .

4. Existence of an Optimizer. The following theorem ensures that the optimization problem P admits an optimal control input uo ∈ Uad together with an
optimal actuator location ro ∈ Kad .
Theorem 4.1. For initial condition z0 ∈ Z let T be such that the mild solution

exists for all u ∈ Uad , and all r ∈ Kad . Under assumptions A and B, there exists
a control input uo ∈ Uad together with an actuator location ro ∈ Kad , that solve the
optimization problem P.
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Proof. The cost function J(u, r; z0 ) is bounded from below, and thus it has an
inmum, say j(z0 ). This inmum is nite by assumption. As a result, there is a
sequence of inputs un ∈ Uad and actuator location rn ∈ Kad such that
(15)

lim J(un , rn ; z0 ) → j(z0 ).

n→∞

Moreover, by Theorem 3.1, for every pair (un , rn ), there exists a state zn (t) ∈
C(0, T ; Z). The sequence {zn (t)} is also uniformly bounded in C(0, T ; Z) by Corollary 3.2; that is
(16)



kzn kC(0,T ;Z) ≤ cT kz0 k + T (p−1)/p RMB .

The set Uad is a bounded subset of the reexive space Lp (0, T ; U), 1 < p < ∞, and
hence it is weakly sequentially compact [39, Thm. 2.10.]. Since Uad is closed and
convex, it is also weakly closed [39, Thm. 2.11.]. These statements mean that there
is a subsequence of un that converges weakly to some element uo ∈ Uad . To simplify
the notation, we denote the weakly convergent subsequence by un , and indicate the
limit by uo in Uad :
(17)

un (t) * uo (t) as n → ∞.

The compactness of Kad implies that there is also a subsequence of rn that converges
to some ro in Kad . This subsequence is also indicated by rn ; that is
(18)

rn → ro

as n → ∞.

Using assumption B2, it follows that
(19)

B(rn )un (t) * B(ro )uo (t) in Lp (0, T ; Z) as n → ∞

The sequence zn (t) is bounded in C(0, T ; Z), and thus, in Lp (0, T ; Z) as well. The
latter is a reexive Banach space; this means that a subsequence of zn (t), denote it
by zn (t) for simplicity, weakly converges to an element of zo in Lp (0, T ; Z). Since
the operator F(·) is weakly sequentially continuous, the sequence F(zn (t)) weakly
converges to F(zo (t)) in Lp (0, T ; Z):
(20)

F(zn (t)) * F(zo (t)).

Now for each (un , rn ) consider the linear inhomogeneous initial value problem
(21)

ẏn (t) = Ayn (t) + F(zn (t)) + B(rn )un (t),

yn (0) = z0 ,

which has mild solution
(22)

Z
yn (t) = T (t)z0 +

t

T (t − s) (F(zn (s)) + B(rn )un (s)) ds.
0

Since the inhomogeneous part F(zn (s)) + B(rn )un (s) is in Lp (0, T ; Z) for each n, the
sequence
(23)

Z

t

T (t − s) (F(zn (s)) + B(rn )un (s)) ds

gn (t) =
0
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belongs to C(0, T ; Z) by Theorem 3.1. The limits (19) and (20) imply that this
inhomogeneous part is a weakly convergent sequence in Lp (0, T ; Z). The convolution
operation (23) denes a continuous linear operation from Lp (0, T ; Z) to C(0, T ; Z).
Since every continuous linear map is also weakly continuous [6, Proposition 1.84], the
sequence gn (t) weakly converges to some element go (t) in C(0, T ; Z) satisfying
(24)

go (t) =

t

Z

T (t − s) (F(zo (s)) + B(ro )uo (s)) ds.

0

As a result, the sequence yn (t) weakly converges to yo (t) = T (t)z0 +go (t) in C(0, T ; Z).
Since the mild solution is unique, yo (t) = zo (t),
(25)

zo (t) = T (t)z0 +

Z

t

T (t − s) (F(zo ) + B(ro )uo (s)) ds.

0

It remains to show that (z (t), uo (t), ro ) minimizes J(u, r; z0 ). Recall from denition of the sequence un and rn that
o

(26)

j(z0 ) = lim inf J(un , rn ; z0 )
n→∞
Z T
Z
= lim inf
φ(zn (t)) dt + lim inf
n→∞

n→∞

0

T

ψ(un (t)) dt.

0

From assumption B3, the cost function is weakly lower semicontinuous in z and u.
This implies
(27)

Z

T

j(z0 ) ≥

φ(zo (t)) dt +

0

Z

T

ψ(uo (t)) dt = J(uo , ro ; z0 ).

0

Since j(z0 ) was dened to be the inmum,
j(z0 ) = J(uo , ro ; z0 ).

Therefore, for every initial condition z0 ∈ Z, there exists an control input uo (t)
together with an actuator location ro , with corresponding mild solution zo (t) that
achieve the minimum value of the cost function .
For a linear partial dierential equation and quadratic cost, the optimal actuator
problem may not be convex; see for example [29, Fig. 7]. Uniqueness of the optimal
control and actuator is not guaranteed.
5. Optimality Conditions. In order to establish the rst order optimality
condition for an optimizer (uo , ro ), further regularity on the control-to-state map
is needed. In next two theorems, it is proved that under certain assumptions, the
control-to-state map is Lipschitz continuous in both u and r. For the Lipschitz continuity with respect to the actuator location, a stronger assumption on the input
operator B(r) than continuity in r is needed.
Definition 5.1. For each initial condition z0 ∈ Z, and actuator design r ∈

Kad , the control-to-state operator is the operator S(u; r, z0 ) : Uad ⊂ (Lp (0, T ; U)) →
Lp (0, T ; Z) that maps every input u ∈ Uad to the state z ∈ Lp (0, T ; Z). It is described

by

Z
z(t) = T (t)z0 +

t

Z
T (t − s)F(z(s))ds +

0

t

T (t − s)B(r)u(s)ds.
0
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In the next proposition, the Lipschitz continuity of this operator in r is used to
establish the Lipschitz continuity of the control-to-state map with respect to r.
Proposition 5.2. Under assumption A and B2, for any initial condition z0 ∈

and actuator location r ∈ Kad , the control-to-state map S(u; r, z0 ) is Lipschitz
continuous in u, i.e., there exists a positive constant Lu such that
Z

(28)

kS(u2 ; r, z0 ) − S(u1 ; r, z0 )kp ≤ Lu ku2 − u1 kp ,

for all u1 and u2 in Uad .
For a xed control input u ∈ Uad and extra assumptions C3 and C4, the control-tostate map S(u; r, z0 ) is Lipschitz continuous in r, i.e., there exists a positive constant
Lr such that
(29)

kS(u; r2 , z0 ) − S(u; r1 , z0 )kp ≤ Lr kr2 − r1 kK ,

for all r1 and r2 in Kad .
The proof of this proposition is straightforward; a proof is provided in Appendix A.
Fréchet dierentiability of the control-to-state map as well as its derivatives need
to be formulated in order to characterize an optimizer. For any zo ∈ C(0, T ; Z) dene
the time-varying operator operator Fz0o (t) . At any t > 0 this operator is linear in z.
Consider the time-varying IVP
(30)

˙ = (A + F 0o )z̃(t) + B(r)ũ(t),
z̃(t)
z (t)

z̃(0) = 0.

The mild solution is described by a two parameter family of operators, say U(t, s),
known as an evolution operator.
The following lemma relies on the existence results: Theorem 5.5.6 and Theorem
5.5.10 in [15].
Lemma 5.3. The mild solution of IVP problem (30) is described by
t

Z

(31)

U(t, s)B(r)u(s) ds,

z̃(t) =
0

in which U(t, s) is a strongly continuous evolution operator on Z for 0 ≤ s ≤ t ≤ T .
In addition, let f ∈ L1 (0, T ; Z), and consider the following nal value problem (FVP)
backward in time
(32)

˙
p̃(s)
= −(A∗ + Fz0∗o (t) )p(s) − f (s),

p̃(T ) = 0,

then the mild solution of this evolution equation satises
Z

(33)

p̃(s) =

T

U ∗ (s, t)f (s) ds,

s

where U (s, t) is the adjoint of U(s, t) on Z for every 0 ≤ s ≤ t ≤ T .
Proof. The time-invariant part of the state operator in (30), A, is the generator
of an strongly continuous semigroup. According to [15, Thm. 5.5.6], in order for a
strongly continuous evolution operator U(t, s) to exist so that (31) is the mild solution
to the IVP (30), it is sucient that for every z̃ ∈ Z the mapping t 7→ Fz0o (t) z̃ is strongly
measurable and that a function α(t) ∈ L1 (0, T ) exists such that
∗

(34)

Fz0o (t) ≤ α(t),

t ∈ [0, T ].
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By assumption C2, since the state zo (t) is uniformly bounded, the operator norm of
Fz0o (t) admits an upper bound for all t ∈ [0, T ]. In inequality (34), a simple choice for
α(t) can be the operator norm of Fz0o (t) itself. Consequently, a strongly continuous
evolution operator U(t, s) exists so that (31) is the mild solution to the IVP (30).
Since the state space Z is a separable reexive Banach space, Theorem 5.5.10
in [15] implies that the mild solution of the FVP (32) is described by an evolution
operator. Moreover, for every 0 ≤ s ≤ t ≤ T , this evolution operator is the adjoint
on Z of the evolution operator U(t, s).
Proposition 5.4. Under assumption A, B2, C1, and C2, for every initial con-

dition z0 ∈ Z and actuator location r ∈ Kad , the control-to-state map S(u; r, z0 ) is
Fréchet dierentiable in u in the interior of Uad . The Fréchet derivative of S(u; r, z0 )
at uo is
(35)

Su0 o ũ = z̃,

∀ũ ∈ Lp (0, T ; U),

where, dening zo (t) = S(uo ; r, z0 ), z̃ is the mild solution to the IVP
(36)

˙ = (A + F 0o )z̃(t) + B(r)ũ(t),
z̃(t)
z (t)

z̃(0) = 0.

The mild solution to this equation is provided by the evolution operator U(t, s) in (31).
Proof. If the Fréchet derivative of the control-to-state map S(u; r, z0 ) with respect
to u at uo is given by (35), then it needs to satisfy
(37)

lim

kS(ũ + uo ; r, z0 ) − S(uo ; r, z0 ) − Su0 o ũkp
kũkp

kũkp →0

= 0.

Denote by zp = S(ũ + uo ; r, z0 ) the mild solution to the IVP
(38)

żp (t) = Azp (t) + F(zp (t)) + B(r)(ũ(t) + uo (t)),

zp (0) = z0 .

The state zo = S(uo ; r, z0 ) is by denition the mild solution of the IVP
(39)

żo (t) = Azo (t) + F(zo (t)) + B(r)uo (t),

zo (0) = z0 .

Dene zr = zp − zo − z̃, notice that
(40)

zr = S(ũ + uo ; r, z0 ) − S(uo ; r, z0 ) − Su0 o ũ.

Subtract the equations (39) and (36) from (38) to obtain
(41)

żr (t) = Azr (t) + F(zp (t)) − F(zo (t)) − Fz0o (t) z̃(t),

zr (0) = 0,

where Fz0o (t) is the Fréchet derivative of F(·) at zo (t) for every t ∈ [0, T ], noting that
zo (t) ∈ C(0, T ; Z). The Fréchet derivative of F(·) by denition satises
(42)

F(zp (t)) = F(zo (t)) + Fz0o (t) (zp (t) − zo (t)) + rF (t).

where the remainder rF (t) is in Z satisfying
(43)

lim

kzp (t)−zo (t)k→0

krF (t)k
= 0,
kzp (t) − zo (t)k
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for every t ∈ [0, T ]. To further prove the proposition, the function inside the limit
in (43) needs to be bounded on [0, T ]. Note that, by Corollary 3.2, the norm of the
states zp (t) and zo (t) is uniformly bounded over [0, T ] by some number δ ,


δ ≤ cT kz0 k + T (p−1)/p MB R .

(44)

Use the local Lipschitz continuity of F(·) (assumption A2) to write
(45)

kF(zp (t)) − F(zo (t))k ≤ LF δ kzp (t) − zo (t)k

Also apply assumption C2 on Fz0o (t) to nd
(46)

Fz0o (t) (zp (t) − zo (t)) ≤

Fz0o (t) · kzp (t) − zo (t)k ,

sup
kzo (t)k≤δ

Incorporate these inequalities into (42), and apply the triangle inequality. A uniform
upper bound on rF (t) over [0, T ] is derived as
krF (t)k
≤ LF δ + sup
Fz0o (t) .
kzp (t) − zo (t)k
o
kz (t)k≤δ

(47)

By substituting (42) into (41), the state zr becomes the mild solution to IVP
(48)

żr (t) = (A + Fz0o (t) )zr (t) + rF (t),

zr (0) = 0.

In this equation, the operator A is perturbed by the time-dependent operator Fz0o (t) .
According to Lemma 5.3, the mild solution of this evolution equation is described by
an evolution operator U(t, s). Let M be an upper bound for the operator norm of
U(t, s) over 0 ≤ t ≤ s ≤ T , then the mild solution to (48) satises the estimate
(49)

kzr kp ≤ M T

Z

(p−1)/p

!1/p

T

p

krF (t)k

.

0

Divide both sides of this inequality by kũkp and rewrite it as
kzr kp

(50)

kũkp

≤ MT

(p−1)/p

Z

T

0

p

krF (t)k
kũkp

!1/p
dt.

The function inside the integral converges pointwise to zero for every t ∈ [0, T ] and
is uniformly bounded over [0, T ]. To see this, recall Proposition 5.2, the mapping
S(·; r, z0 ) is Lipschitz continuous, giving
(51)

kzp − zo kp ≤ Lu kũkp .

This can be used to write
krF (t)k
krF (t)k
kzp (t) − zo (t)k
= lim
kũkp
kũkp →0 kũkp
kũkp →0 kzp (t) − zo (t)k
lim

(52)

= Lu

krF (t)k
= 0.
(t)k→0 kzp (t) − zo (t)k

lim
o

kzp (t)−z
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and also by inequality (47),
!

krF (t)k
≤
kũkp

(53)

LF δ +

sup
kzo (t)k≤δ

Fz0o (t)

Lu .

Applying the bounded convergence theorem to the integral in (50) results in
(54)

lim

kũkp →0

kzr kp
kũkp

= 0.

Recall (40), the previous limit is in fact the limit in (37) we aimed to prove.
Proposition 5.5. Under assumption A, B2, C1-C4, for every initial condition

and control input u(t) ∈ Uad , the control-to-state map S(u; r, z0 ) is Fréchet
dierentiable in r in the interior of Kad . The Fréchet derivative of S(u; r, z0 ) at ro is

z0 ∈ Z

(55)

Sr0 o r̃ = ỹ,

∀r̃ ∈ K,

where, dening zo (t) = S(u; ro , z0 ), ỹ is the mild solution to the IVP:
(56)

˙
ỹ(t)
= (A + Fz0o (t) )ỹ(t) + (Br0 o r̃) u(t),

ỹ(0) = 0.

The proof of this proposition is similar to that of Proposition 5.4; a proof is provided
in Appendix B.
Now that dierentiability and derivatives of the control-to-state map has been
established, the rst order necessary conditions for a pair (uo , ro ) to be a local optimizer can be derived. In order to place the problem in a Hilbert space, assumptions
C4 and C5 are used, assuming that the spaces are Hilbert spaces and dening a cost
function. It will also be assumed that p = 2, considering control inputs in L2 (0, T ; U).
It is shown in the following lemma that this cost function is consistent with previous
assumptions on the cost function (assumption B3).
Lemma 5.6. The cost function in assumption C5 satises assumption B3; that

is, it is weakly lower semicontinuous in z and u.
Proof. The cost function J(u, r; z0 ) in assumption C5 is continuous and convex
function in both z and u; that is
T

Z

Z
hQzn (t), zn (t)i dt →

0

T

hQz(t), z(t)i dt as zn → z in Lp (0, T ; Z)

0

hλQz1 + (1 − λ)Qz2 , λz1 + (1 − λ)z2 i ≤ λ hQz1 , z1 i + (1 − λ) hQz2 , z2 i ,

and a similar argument for u. According to Theorem 2.12 in [39], if a functional
dened on a Banach space is continuous and convex; then, it is also weakly lower
semicontinuous. Therefore, the cost function J(u, r; z0 ) is weakly lower semicontinuous
in both z and u.
The next theorem drives the rst order necessary conditions for an optimizer of the
optimization problem P.
Theorem 5.7. Suppose assumptions A, B1, B2, C hold. For any initial condition
z0 ∈ Z,

let the pair (uo , ro ) be a local minimizer of the optimization problem P with
the optimal trajectory zo = S(uo ; ro , z0 ). Also, let po (t), the adjoint state, indicate the
mild solution of the nal value problem
(57)

ṗo (s) = −(A∗ + Fz0∗o (t) )po (s) − Qzo (s),

po (T ) = 0.
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Then, if (uo , ro ) is an interior point of Uad × Kad , it satises
(58a)

uo (t) = −R−1 B ∗ (ro )po (t),
Z T
(Br0 o uo (s))∗ po (s) ds = 0.

(58b)

0

Proof. Since the optimal pair (uo , ro ) belongs to the interior of Uad × Kad , the
cost function satises
(59)

J (uo + τ hu , ro + τ hr ; z0 ) ≥ J(uo , ro ; z0 ),

for suciently small numbers τ along any direction (hu , hr ) ∈ L2 (0, T ; U) × K. This
implies that the directional derivative of J(·, ro ; z0 ) at uo along any direction hu is nonnegative as well as the directional derivative of J(uo , · ; z0 ) at ro along any direction
hr . Use assumption C5, the cost function is sum of two inner products in the Hilbert
spaces L2 (0, T ; Z) and L2 (0, T ; U); that is
(60)

J(u, r; z0 ) = hQz, ziL2 (0,T ;Z) + hRu, uiL2 (0,T ;U) .

Thus, the directional derivative at uo along hu is
Ju0 o hu = 2 hQS(uo ; ro , z0 ), Su0 o hu iL2 (0,T ;Z) + 2 hRuo , hu iL2 (0,T ;U)

(61)

= 2 hSu0∗o QS(uo ; ro , z0 ) + Ruo , hu iL2 (0,T ;U) .

This inner product must be non-negative for any direction hu ∈ L2 (0, T ; U), and so
(62)

uo = −R−1 Su0∗o QS(uo ; ro , z0 ).

To calculate the adjoint operator Su0∗o , let ũ(t) ∈ L2 (0, T ; U), z̃(t) ∈ L2 (0, T ; Z) be
arbitrary. Using Lemma 5.3,
Z

T

hz̃(t), Su0 o ũ(t)i

Z

T



dt =

0

Z
z̃(t),

0

Z
0

(63)

=


U(t, s)B(r )ũ(s) ds dt
o

0
T

=
Z

t

T

Z

hz̃(t), U(t, s)B(ro )ũ(s)i dtds
*
+
Z
s

T

T

B ∗ (ro )

0

Thus,
Su0∗o z̃(t) = B ∗ (ro )

U ∗ (t, s)z̃(t)dt, ũ(s)

s

Z

ds.
U

T

U ∗ (t, s)z̃(t)dt.

s

Dene p̃(t) = sT U ∗ (t, s)z̃(t)dt. From the second part of Lemma 5.3, p̃(t) is the mild
solution of the following FVP solved backward in time
R

(64)

˙
p̃(s)
= −(A∗ + Fz0∗o (s) )p̃(s) − z̃(s),

It follows that
(65)

Su0∗o z̃(t) = B ∗ (ro )p̃(t).

p̃(T ) = 0.
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This implies that (62) can be written
(66)

uo (t) = −R−1 B ∗ (ro )po (t)

where po (t) solves
(67)

ṗo (s) = −(A∗ + Fz0∗o (s) )∗ po (s) − Qzo (s),

po (T ) = 0.

Taking the directional derivative of J(uo , · ; z0 ) at ro along hr yields
Jr0 o hr = 2 hQS(uo ; ro , z0 ), Sr0 o hr iL2 (0,T ;Z)

(68)

= 2 hSr0∗o QS(uo ; ro , z0 ), hr iK .

Similarly, this inner product must be non-negative for any direction hr ∈ K yielding
the optimality condition in K:
(69)

Sr0∗o QS(uo ; ro , z0 ) = 0.

To calculate the adjoint operator Sr0∗o , use Lemma 5.3, and proceed as follows
o

hQS(u ; r

o

, z0 ), Sr0 o hr iL2 (0,T ;Z)

T

Z



0
T

=
0

(70)

Z

t



U(t, s)(Br0 o hr )uo (s) ds

Qz (t),
dt
0
*Z
+
T
U ∗ (t, s)Qzo (t) dt, (Br0 o hr )uo (s) ds

=
Z

o

s
T

Z

hpo (s), (Br0 o hr )uo (s)i ds.

=
0

For each u ∈ U, (Br0 o hr )u is an element of Z. This denes a bounded linear map from
hr ∈ K to Z. There exists a bounded linear operator (Br0 o u)∗ : Z → K satisfying
(71)

h(Br0 o u)∗ p, hr iK = hp, (Br0 o hr )ui .

Incorporate this into (70) to obtain
hQS(uo ; ro , z0 ), Sr0 o hr iL2 (0,T ;Z) =

Z

T

h(Br0 o uo (s))∗ po (s), hr iK ds
*0Z
+
T
0
o
∗ o
=
(Bro u (s)) p (s) ds, hr
.

(72)

0

This gives an explicit form of the adjoint operator
condition (69):
(73)

Sr0∗o QS(uo ; ro , z0 )

Z
=

K

Sr0∗o

, and hence that of the optimality

T

(Br0 o uo (s))∗ po (s) ds = 0,

0

where po solves (67). This completes the proof.
Together with the original PDE, Theorem 5.7 provides the following system of equations characterizing an optimizer (zo , po , uo , ro ):

(74)

 o
ż (t) = Azo (t) + F(zo (t)) + B(ro )uo (t), zo (0) = z0 ,





 ṗo (t) = −(A∗ + Fz0∗o (t) )po (t) − Qzo (t),
po (T ) = 0,

uo (t) = −R−1 B ∗ (ro )po (t),




 RT 0 o
(Bro u (s))∗ po (s) ds = 0.
0
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If the control space U and actuator location space K are separable Hilbert spaces, the
optimizing control and actuator can be characterized further. Let eKj , eUi , and eZk be
orthonormal bases for K, U, and Z, respectively. Then there exists bi (r) ∈ Z, r ∈ K
so that for any u ∈ U,
(75)

B(r)u =

∞
X

u, eU
i

b (r).
U i

i=1

Since the operator B(·)u : K → Z is Fréchet dierentiable with respect to r, each bi (·)
is a Fréchet dierentiable map from K to Z. Denote the Fréchet derivative of bi (r) at
ro by b0i,ro : K → Z, then
(76)

(Br0 o r)u =

∞ X
∞
X

u, eU
i

r, eK
j

U

b0 o e K .
K i,r j

i=1 j=1

Corollary 5.8. Assume further that the control space U and actuator location
space K are separable. Let eUi , eKj and eZk be orthonormal bases for K, U, and Z,
respectively. Dene uoj (t) and pk (t) as
(77a)
(77b)

uoj (t) := uo (t), eU
j

U

pok (t)

.

o

:= p

(t), eZk

,

The optimality conditions (58) can be written
(78a)

uoj (t) +

(78b)

∞
∞ X
X
i=1 k=1
∞
∞ X
X

pok (t) = 0,

for each j,

uoi (s)pok (s) ds = 0,

for each j.

U
R−1 eU
i , ej

bi (ro ), eZk

Z

Z
b0i,ro eK
j , ek

U

T

0

i=1 k=1

Proof. For every p ∈ Z, the element B∗ (ro )p ∈ U can by obtained by using (75),
and doing the calculation
hB ∗ (ro )p, uiU = hp, B(ro )ui
∞
X
o
u, eU
=
i U hp, bi (r )i
i=1
∞
X

*

(79)

=

+
hbi (ro ), pi eU
i ,u

i=1

This yields
(80)

∗

o

B (r )p =

∞
X

.
U

hbi (ro ), pi eU
i.

i=1

Similarly, using (76), for every u ∈ U, the operator (Br0 o u)∗ maps p ∈ Z to K as follows
(81)

(Br0 o uo )∗ p

=

∞ X
∞
X

uo , eU
i

U

K
b0i,ro eK
j , p ej .

j=1 i=1

Substituting these elements into the optimality conditions (58) and using (77) leads
to (78).
In the next section, an application of these results to railway track models is described.
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6. Nonlinear Railway Track Model. Railway tracks are rested on ballast
which are known for exhibiting nonlinear viscoelastic behavior [2]. If a track beam
is made of a Kelvin-Voigt material, then the railway track model will be a parabolic
semi-linear partial dierential equation on x ∈ [0, `] as follows:

(82)

∂
∂2w
∂3w
∂2w
∂w
+
(EI 2 + Cd 2 ) + µ
+ kw + αw3 = b(x; r)u(t),
2
2
∂t
∂x
∂x
∂x ∂t
∂t
∂w
w(x, 0) = w0 (x),
(x, 0) = v0 (x),
∂t
w(0, t) = w(`, t) = 0,
ρA

∂3w
∂3w
∂2w
∂2w
(0,
t)
+
C
(`,
t)
+
C
(0,
t)
=
EI
(`, t) = 0,
d
d
∂x2
∂x2 ∂t
∂x2
∂x2 ∂t
where the positive constants E , I , ρ, A, and ` are the modulus of elasticity, second
EI

moment of inertia, density of the beam, cross-sectional area, and length of the beam,
respectively. The linear and nonlinear parts of the foundation elasticity correspond
to the coecients k and α, respectively. The constant µ is the damping coecient
of the foundation, and Cd is the coecient of Kelvin-Voigt damping in the beam.
Denoted by u(t) is the external force exerted on the railway track; it will further be
considered as a scalar control input to manipulate the system; also b(x; r) is a piecewise continuous function in x parametrized by r, the actuator locations. Since the
function b(x; r) will accommodate the eect of actuators on the system; it needs be
suciently smooth function of the actuator location (see assumption B2 and C3).
Let us dene the closed self-adjoint positive operator A0 on L2 (0, `) as:
(83)

A0 w := wxxxx ,

D(A0 ) := w ∈ H 4 (0, `)| w(0) = w(`) = 0, wxx (0) = wxx (`) = 0 ,

where subscripts denote the derivative with respect to spatial variable. As a result,
the state operator associated with the Kelvin-Voigt beam is
(84)


AKV (w, v) :=


1
v, −
A0 (EIw + Cd v) ,
ρA

which is dened on the state space Z = H 2 (0, `) ∩ H01 (0, `) × L2 (0, `) equipped with
the norm
(85)

2

Z

k(w, v)k =

L
2
EIwxx
+ kw2 + ρAv 2 dx

0

Accordingly, the domain of the state operator is
(86)


D(AKV ) := (w, v) ∈ Z| v ∈ H 2 (0, `) ∩ H01 (0, `), EIw + Cd v ∈ D(A0 ) ,

which is dense on Z. The underlying state space Z is separable since the spaces
H 2 (0, `)∩H01 (0, `) and L2 (0, `) are separable. Furthermore, dene the linear operators
K, B(r), and the nonlinear operator F(·) as
1
(µv + kw)),
ρA

(87)

K(w, v) := (0, −

(88)

1
b(x; r)u),
ρA
α 3
F(w, v) := (0,
w ).
ρA

(89)

B(r)u := (0,
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The operator K is a bounded linear operator on Z. For each r, operator B(r) is
also a bounded operator that maps an input u ∈ R to the state space Z. Since the
space H 2 (0, `) is contained in the space of continuous functions over [0, `], the the
nonlinear term w3 is in L2 (0, `). Thus, the nonlinear operator F(·) is well-dened on
Z. Lastly, dene the operator A = AKV + K, with the same domain as AKV . With
these denition and by setting z = (w, v), the state space representation of the railway
model (6) is
(90)

ż(t) = Az(t) + F(z(t)) + B(r)u(t),

z(0) = z0 ∈ D(A).

It is straightforward to show that the operator A0 is closed, densely-dened, selfadjoint, and positive; it also has a compact resolvent. As a result, the operator AKV
will be a special case of the operator AB in [10] with α = 1. According to Theorem 1.1
in [10], such operators are generator of an analytic semigroup (also see [5, Sec. 3] for
a dierent approach). Furthermore, the operator AKV + K is a bounded perturbation
of the operator AKV . By Corollary 3.2.2 in [34], AKV + K also generates an analytic
semi-group.
The railway track model in [2] neglects the Kelvin-Voigt damping in the beam
(i.e. Cd = 0), and only includes Kelvin-Voigt damping in the ballast. In this case,
the semigroup generated by A is not analytic. The results of this paper hold true for
both models.
To guarantee the existence of a unique solution to the PDE (82), the nonlinear
operator F(·) needs to fall into assumption A2, B1, C1, and C2.
Lemma 6.1. The nonlinear operator F(·) is continuously Fréchet dierentiable on
Z.

This operator is also weakly sequentially continuous in Z.
Proof. A candidate for Fréchet derivative of F at z0 is the linear operator

(91)

Fz00 z = (0,

3α 2
w w),
ρA 0

∀z0 = (w0 , v0 ) ∈ Z.

To be the unique Fréchet derivative, this linear operator must satisfy
(92)

kF(z0 + z) − F(z0 ) − Fz00 zk
= 0.
kzk
kzk→0
lim

Recall the denition of the operator F and that of norm on the space Z, above limit
simplies to
(93)

kw3 + 3w2 w0 kL2
= 0.
kwkH 2
kwkH 2 →0
lim

Notice that functions w and w0 are in H 2 (0, `), and thus, continuous on [0, `]. Use
triangle inequality, and Hölder's inequality to obtain
kw3 + 3w2 w0 kL2 ≤ kw3 kL2 + k3w2 w0 kL2

(94)

≤ kwk3L6 + 3kwk2L8 kw0 kL4 .

Apply the Sobolev embedding results H 2 (0, `) ,→ L4 (0, `) and H 2 (0, `) ,→ L8 (0, `)
(95)

kw3 + 3w2 w0 kL2 ≤ c1 kwk3H 2 + 3c2 kwk2H 2 kw0 kH 2 ,
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for some positive constants c1 and c2 . As a result, the expression in (93) is bounded
above according to
(96)

kw3 + 3w2 w0 kL2
≤ c1 kwk2H 2 + 3c2 kw0 kH 2 kwkH 2 .
kwkH 2

This shows that the limit in (93) holds, and the operator F(·) is indeed Fréchet
dierentiable.
Now, select z1 = (w1 , v1 ), z2 = (w2 , v2 ), and z̃ = (w̃, ṽ) as generic elements of Z.
From Lemma 6.1, the Fréchet derivative of F(·) at z2 − z1 is
Fz02 −z1 z̃ = (0,

3α
(w2 − w1 )2 w̃).
ρA

Now, take the norm of Fz02 −z1 z̃, and use Hölder inequality to obtain
Fz02 −z1 z̃

(97)

3α
=√
ρA

Z

3α
≤√
ρA

Z

! 21

L
4

2

(w2 − w1 ) w̃ dx
0

! 82

L

(w2 − w1 )8 dx

0

Z

! 14

L

w̃4 dx

.

0

Apply the Sobolev embedding results H 2 (0, `) ,→ L4 (0, `) and H 2 (0, `) ,→ L8 (0, `);
for some positive number ce , this yields
Fz02 −z1 z̃

(98)

3α
≤ √ ce
ρA

Z

L
2

! Z

(w2,xx − w1,xx ) dx
0

L

! 12
2
w̃xx
dx

0

3α
2
≤ √ ce kz2 − z1 k kz̃k .
ρA

The last inequality indicates that the operator norm of Fz0 continuously depends on
z.
To show that the nonlinear operator F(·) is weakly sequentially continuous on Z,
consider a sequence zn = (wn , vn ) weakly converging to some element z = (w, v) in Z.
The nonlinear operator F(·) maps this sequence to
(99)

F(wn , vn ) = (0,

α 3
w ).
ρA n

The space H 2 (0, `)∩H01 (0, `) is compactly embedded in L6 (0, `) by Rellich-Kondrachov
compact embedding theorem [1, Ch. 6]. The sequence wn is weakly convergent in
H 2 (0, `) ∩ H01 (0, `), and thus, it is strongly convergent to some element w0 in L6 (0, `).
A weak limit is unique; thus, w0 ∈ H 2 (0, `) ∩ L2 (0, `), and w = w0 . Also, the sequence
wn3 strongly converges to w03 in L2 (0, `). Therefore, the sequence F(wn , vn ) strongly
converges to F(w, v) in Z; which also implies weak convergence. This proves that the
nonlinear operator F(·) is weakly sequentially continuous.
The previous lemma ensures that the nonlinear operator F(·) satises assumption
A2. By Theorem 3.1, for control inputs u ∈ Lp (0, T ), 1 < p < ∞, the existence of a
unique local mild solution is guaranteed.
To address the optimization problem P for the railway track model, assumption
B and C need to be satised. In Lemma 5.6, it was shown that assumption B3 will
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hold for the particular choice of the cost function in assumption C5. As a result, the
existence of an optimal pair (uo , ro ) together with an optimal trajectory zo follows
from Theorem 4.1.
Accordingly, using Theorem 5.7, the optimal pair (uo , ro ) satises the equation
(74). In order to characterize the optimum (74) some adjoint operators needs to be
calculated. Calculation of the operator A∗ is straightforward; it is
(100)

A∗ (f, g) =



k
µ
1
A0 (EIf − Cd g) +
f−
g ,
−g,
ρA
ρA
ρA

for all (f, g) in the domain
(101)


D(A∗ ) = (f, g) ∈ Z| g ∈ H 2 (0, `) ∩ H01 (0, `), EIf − Cd g ∈ D(A0 ) .

Let zo (t) = (wo , v o ) be the optimal trajectory evaluated at time t ∈ [0, T ]. To calculate
the adjoint of the operator Fz0o (t) for every t ∈ [0, T ] on Z, take the inner product
Fz0o (t) (w, v) with (f, g) ∈ Z; that is
(102)

D
E Z
Fz0o (t) (w, v), (f, g) =

`

0

3α o
(w (x))2 w(x)g(x) dx.
ρA

To calculate the adjoint, for any g ∈ L (0, `), consider the function ζ(x) ∈ H 2 (0, `) ∩
H01 (0, `) satisfying the dierential equation
2

ζxxxx (x) + ζ(x) =

3α o
(w (x))2 g(x),
ρA

ζ(0) = ζ(`) = 0,

(103)

ζxx (0) = ζxx (`) = 0.

An explicit solution ζ(x) to (103) can be calculated using a Green's function:

(104)

Z
3α `
G(x, y)(wo (y))2 g(y) dy,
ζ(x) =
ρA 0

1
(2`2 y − 3`y 2 + y 3 )x + (y − `)x3 ,
G(x, y) =
(y 3 − `2 y)x + yx3 , x > y .
6`

x≤y

With this calculation, for any (w, v) ∈ Z,
Z

`

EIw00 ζ 00 + ρAwζ dx

h(w, v), (ζ, 0)i =
0

=

[ζxx wx ]`0

−

Z

[ζxxx w]`0

+

`

(ζxxxx (x) + ζ(x))w(x) dx
0

(105)

Z

`

=
0

3α o
(w (x))2 w(x)g(x) dx.
ρA

Comparing this equation to (102); the adjoint of Fz0o (t) is dened by
(106)

Fz0∗o (t) (f, g) = (ζ, 0).

The adjoint of the operator B(r) for every (f, g) ∈ Z is
(107)

∗

Z

B (r)(f, g) = ρA

`

b(x; r)g dx.
0
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Let (q1 , q2 ) ∈ Z, set Q(w, v) = (q1 w, q2 v) and R = 1 in the cost function of assumption
C5, and denote br (x; r) to be the derivative of b(x; r) with respect to r. In conclusion,
the following set of equations yields an optimizer for every initial condition z0 =
(w0 , v0 ) ∈ Z:

(108)






























o
o
o
ρAwtt
+ (EIwxx
+ Cd wtxx
)xx + µwto + kwo + α(wo )3 = b(x; ro )uo (t),





























f o (0, t) = f o (`, t) = 0, g o (0, t) = g o (`, t) = 0,

wo (0, t) = wo (`, t) = 0,
o
o
o
o
EIwxx
(0, t) + Cd wtxx
(0, t) = EIwxx
(`, t) + Cd wtxx
(`, t) = 0,

wo (x, 0) = w0 (x), wto (x, 0) = v0 (x),
R`
ρAfto − ρAg o + 3α 0 G(x, y)(wo (y))2 g o (y) dy = −ρAq1 (x)wo ,
o
o
ρAgto + (EIfxx
− Cd gxx
)xx − µg o + kf o = −ρAq2 (x)wto ,

o
o
o
o
EIfxx
(0, t) − Cd gxx
(0, t) = EIfxx
(`, t) − Cd gxx
(`, t) = 0,

f o (x, T ) = 0, g o (x, T ) = 0,
R`
uo (t) = −ρA 0 b(x; ro )g o (x, t) dx,
RT R` o
u (t)br (x; ro )g o (x, t) dxdt = 0.
0
0

7. Conclusions. A semi-linear innite dimensional system was considered in
this paper where the optimal controller design involves both the controlled input and
the actuator design. It was shown that the existence of an optimal control input
together with an optimal actuator design are guaranteed under some assumptions.
Moreover, rst-order necessary optimality conditions were obtained. As a novel application of the theory, a nonlinear railway track model was studied.
Current work is concerned with developing numerical methods for solution of the
optimality equations and also the consideration of a wider class of nonlinearities.
Appendix A. Proof of Proposition 5.2. For z0 ∈ Z and r ∈ Kad , consider
z1 (t) and z2 (t) as the mild solutions to the IVP (1) corresponding to the inputs u1 (t)
and u2 (t), respectively. The inputs are in a ball of radius R contained in Lp (0, T ; U),
1 < p < ∞; consequently, by Corollary 3.2 and assumption A3, the states z1 (t) and
z2 (t) are contained in a ball of radius

(109)

δ = cT (kz0 k + T (p−1)/p MB R).

From (2), it follows that
Z
z2 (t) − z1 (t) =

t

T (t − s) (F(z2 (s)) − F(z1 (s))) ds
Z t
+
T (t − s)B(r) (u2 (s) − u1 (s)) ds.
0

(110)

0

Recall that T (t) satises kT (t)k ≤ M max(1, eωT ) for all t ∈ [0, T ] and some number
M > 0 and ω . Also, remember that the operator F(·) is locally Lipschitz continuous,
and B(r) is uniformly bounded in Z for all r ∈ Kad . Taking the norm in Z of both
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sides of this equation yields
kz2 (t) − z1 (t)k ≤M max(1, eωT )LF δ

(111)

+M

Z

t

kz2 (s) − z1 (s)k ds
0
max(1, eωT )T (p−1)/p MB ku2 − u1 kp

.

Dene the constant Lu as
(112)

ωT

Lu = T 1/p eM max(1,e

)LF δ T

M max(1, eωT )T (p−1)/p MB .

By Grönwall's lemma [42, Thm. 1.4.1], it follows that
(113)

kz2 − z1 kp ≤ Lu ku2 − u1 kp .

This is in fact the inequality (28).
Similarly, consider the mild solutions z1 (t) and z2 (t) corresponding to the actuator
locations r1 and r2 and the xed initial condition z0 and control input u. Use local
Lipschitz continuity of F(·) and growth condition on semigroup T (t) and obtain
ωT

kz2 (t) − z1 (t)k ≤M max(1, e

(114)

Z
)LF δ

+ M max(1, eωT )T

t

kz2 (s)
0
(p−1)/p

− z1 (s)k ds

kukp kB(r2 ) − B(r1 )k .

Assumption C3 implies that the control operator B(r) is Lipschitz continuous with
respect to r in operator norm topology, i.e., there exist a positive constant LB such
that
(115)

kB(r2 ) − B(r1 )k ≤ LB kr2 − r1 kK ,

for all r1 and r2 in Kad . Accordingly, the inequality (114) can be re-written as
kz2 (t) − z1 (t)k ≤M max(1, eωT )LF δ

(116)

+ M max(1, eωT )T

Z

t

kz2 (s)
0
(p−1)/p

− z1 (s)k ds

kukp LB kr2 − r1 kK .

Denote the constant Lr by
(117)

ωT

Lr = T 1/p eM max(1,e

)LF δ T

M max(1, eωT )T (p−1)/p RLB .

Use Grönwall's lemma [42, Thm. 1.4.1], and apply kukp ≤ R to derive
(118)

kz2 − z1 kp ≤ Lr kr2 − r1 kK .

This is in fact the inequality (29).
Assume that Sr0 o is the Fréchet
derivative of the control-to-state map S(u; r, z0 ) with respect to r at ro , then it needs
to satisfy
Appendix B. Proof of Proposition 5.5.

(119)

lim

kr̃kK →0

kS(u; r̃ + ro , z0 ) − S(u; ro , z0 ) − Sr0 o r̃kp
kr̃kK

= 0.

22

M. S. EDALATZADEH, K. A. MORRIS

Denote by yp = S(u; r̃ + ro , z0 ) the mild solution to the IVP
(120)

ẏp (t) = Ayp (t) + F(yp (t)) + B(r̃ + ro )u(t),

yp (0) = y0 .

The state yo = S(u; ro , z0 ) is the mild solution of the IVP
(121)

ẏo (t) = Ayo (t) + F(yo (t)) + B(ro )u(t),

yo (0) = y0 .

Dene yr = yp − yo − ỹ, notice that
(122)

yr = S(u; r̃ + ro , z0 ) − S(u; ro , z0 ) − Sr0 o r̃.

Subtract the equations (121) and (56) from (120), incorporate the Fréchet derivative
of the operators F(·) and B(·) (see assumption C1 and C3), obtain
(123)

ẏr (t) = (A + Fy0 o (t) )yr (t) + rF (t) + rB (r̃)u(t),

yr (0) = 0.

in which the remainders rF (t) ∈ Z and rB (r̃) ∈ L(U, Z) satisfy
krF (t)k
= 0,
− yo (t)k
krB (r̃)k
lim
= 0,
kr̃kK →0 kr̃kK

(124a)

lim

kyp (t)−yo (t)k→0 kyp (t)

(124b)

∀t ∈ [0, T ],

In the evolution equation (19), the operator A is perturbed by the time-dependent
operator Fy0 o (t) . According to Lemma 5.3, the mild solution of the evolution equation
(123) is described by an evolution operator U(t, s). Let M be an upper bound for the
operator norm of U(t, s) over 0 ≤ t ≤ s ≤ T , then the mild solution to (48) satises
the estimate
(125)

kyr kp ≤ M T

(p−1)/p

Z

!1/p

T

p

krF (t) + rB (r̃)u(t)k dt

.

0

Divide both side of this inequality by kr̃kK and use the triangle inequity to rewrite it
as
(126)

kyr kp
kr̃kK

≤ MT

(p−1)/p

Z
0

T

!1/p
p
krF (t)k
krB (r̃)k
dt
+ M T (p−1)/p
kukp .
p
kr̃kK
kr̃kK

From Proposition 5.2, the mapping S(u; ·, z0 ) is Lipschitz continuous in r; this can be
used to write
krF (t)k
kzp (t) − zo (t)k
krF (t)k
= lim
o
kr̃kK
kr̃kK →0 kr̃kK
kr̃kK →0 kzp (t) − z (t)k
krF (t)k
= Lr lim
=0
kr̃kK →0 kzp (t) − zo (t)k
lim

(127)

pointwise for every t ∈ [0, T ]. In addition, similar to inequality (53) in the proof of
Proposition 5.4, the following uniform upper bound holds
(128)

krF (t)k
≤
kr̃kK

!
LF δ +

sup
kzo (t)k≤δ

Fz0o (t)

Lr .
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By the bounded convergence theorem, these two statements ensure that the integral
in (126) converges to zero as r̃ tends to zero. Therefore, the limits in (124) result in
(129)

lim

kr̃kK →0

kzr kp
kr̃kK

= 0.

Recall (122), the previous limit implies (119).
REFERENCES

Sobolev Spaces, Pure and Applied Mathematics, Elsevier

[1]

R. A. Adams and J. J. F. Fournier,

[2]

Frequency analysis of nite beams on
nonlinear KelvinVoight foundation under moving loads, Journal of Sound and Vibration,
330 (2011), pp. 14551471.
C. Antoniades and P. D. Christofides, Integrating nonlinear output feedback control and
optimal actuator/sensor placement for transport-reaction processes, Chemical Engineering
Science, 56 (2001), pp. 45174535.
A. Armaou and M. A. Demetriou, Robust detection and accommodation of incipient component and actuator faults in nonlinear distributed processes, AIChE journal, 54 (2008),
pp. 26512662.
H. T. Banks and K. Ito, A unied framework for approximation in inverse problems for distributed parameter systems, Control, Theory and Advanced Technology, 4 (1988), pp. 73
90.
V. Barbu and T. Precupanu, Convexity and optimization in Banach spaces, Springer Science
& Business Media, 2012.
J. L. Boldrini, B. M. C. Caretta, and E. Fernández-Cara, Some optimal control problems for a two-phase eld model of solidication, Revista Matemática Complutense, 23
(2009), p. 49.
R. Buchholz, H. Engel, E. Kammann, and F. Tröltzsch, On the optimal control of the
Schlögl-model, Computational Optimization and Applications, 56 (2013), pp. 153185.
E. Casas, Pontryagin's principle for state-constrained boundary control problems of semilinear
parabolic equations, SIAM Journal on Control and Optimization, 35 (1997), pp. 12971327.
S. P. Chen and R. Triggiani, Proof of extensions of two conjectures on structural damping
for elastic systems, Pacic Journal of Mathematics, 136 (1989), pp. 1555.
T. Dahlberg, Dynamic interaction between train and nonlinear railway track model, in Proc.
Fifth Euro. Conf. Struct. Dyn., Munich, Germany, 2002, pp. 11551160.
J. C. de los Reyes, R. Herzog, and C. Meyer, Optimal Control of Static Elastoplasticity
in Primal Formulation, SIAM Journal on Control and Optimization, 54 (2016), pp. 3016
3039.
M. S. Edalatzadeh and A. Alasty, Boundary exponential stabilization of non-classical micro/nano beams subjected to nonlinear distributed forces, Applied Mathematical Modelling,
40 (2016), pp. 22232241.
F. Fahroo and M. A. Demetriou, Optimal actuator/sensor location for active noise regulator and tracking control problems, Journal of Computational and Applied Mathematics,
114 (2000), pp. 137158.
H. O. Fattorini, Innite dimensional optimization and control theory, vol. 54, Cambridge
University Press, 1999.
A. Fleig and R. Guglielmi, Optimal Control of the FokkerPlanck Equation with SpaceDependent Controls, Journal of Optimization Theory and Applications, 174 (2017),
pp. 408427.
M. I. Frecker, Recent advances in optimization of smart structures and actuators, Journal
of Intelligent Material Systems and Structures, 14 (2003), pp. 207216.
M. Hinze, R. Pinnau, M. Ulbrich, and S. Ulbrich, Optimization with PDE constraints,
vol. 23, Springer Science & Business Media, 2008.
D. Hömberg, C. Meyer, J. Rehberg, and W. Ring, Optimal control for the thermistor
problem, SIAM Journal on Control and Optimization, 48 (2010), pp. 34493481.
D. Kalise, K. Kunisch, and K. Sturm, Optimal actuator design based on shape calculus,
arXiv preprint arXiv:1711.01183, (2017).
D. Kasinathan and K. Morris, H∞ -optimal actuator location, IEEE Transactions on Automatic Control, 58 (2013), pp. 25222535.

[3]
[4]
[5]
[6]
[7]
[8]
[9]
[10]
[11]
[12]
[13]
[14]
[15]
[16]
[17]
[18]
[19]
[20]
[21]

Science, 2003.

M. Ansari, E. Esmailzadeh, and D. Younesian,

24

M. S. EDALATZADEH, K. A. MORRIS

Boundary control of the Timoshenko beam, SIAM Journal on
Control and Optimization, 25 (1987), pp. 14171429.
E. Lagnese and G. Leugering, Uniform stabilization of a nonlinear beam by nonlinear
boundary feedback, Journal of Dierential Equations, 91 (1991), pp. 355388.

[22]

J. U. Kim and Y. Renardy,

[23]

J.

[24]

G. Leugering, S. Engell, A. Griewank, M. Hinze, R. Rannacher, V. Schulz, M. Ul-

[25]
[26]
[27]
[28]
[29]
[30]
[31]
[32]
[33]
[34]
[35]
[36]
[37]
[38]
[39]
[40]
[41]
[42]
[43]

Constrained optimization and optimal control for partial dierential equations, vol. 160, Springer Science & Business Media, 2012.
C. Li, E. Feng, and J. Liu, Optimal control of systems of parabolic PDEs in exploitation of
oil, Journal of Applied Mathematics and Computing, 13 (2003), p. 247.
Y. Lou and P. D. Christofides, Optimal actuator/sensor placement for nonlinear control
of the Kuramoto-Sivashinsky equation, IEEE Transactions on Control Systems Technology,
11 (2003), pp. 737745.
A. Martínez, C. Rodríguez, and M. E. Vázquez-Méndez, Theoretical and Numerical
Analysis of an Optimal Control Problem Related to Wastewater Treatment, SIAM Journal
on Control and Optimization, 38 (2000), pp. 15341553.
S. H. Moon, Finite element analysis and design of control system with feedback output using
piezoelectric sensor/actuator for panel utter suppression, Finite Elements in Analysis and
Design, 42 (2006), pp. 10711078.
K. Morris, Linear-quadratic optimal actuator location, IEEE Transactions on Automatic Control, 56 (2011), pp. 113124.
K. Morris and S. Yang, Comparison of actuator placement criteria for control of structures,
Journal of Sound and Vibration, 353 (2015), pp. 118.
K. A. Morris, Noise Reduction Achievable by Point Control, ASME Journal on Dynamic
Systems, Measurement & Control, 120 (1998), pp. 216223.
K. A. Morris, M. A. Demetriou, and S. D. Yang, Using H2 -control performance metrics
for innite-dimensional systems, IEEE Trans. on Automatic Control, 60 (2015), pp. 450
462.
K. A. Morris and A. Vest, Design of damping for optimal energy dissipation of vibrations,
in Proc. of the IEEE Conference on Decision and Control, 2016.
A. Pazy, Semigroups of linear operators and applications to partial dierential equations,
vol. 44, Springer Science & Business Media, 2012.
Y. Privat, E. Trélat, and E. Zuazua, Optimal location of controllers for the onedimensional wave equation, Ann. Inst. H. Poincaré Anal. Non Linéaire, 30 (2013), pp. 1097
1126.
Y. Privat, E. Trélat, and E. Zuazua, Optimal Observation of the One-dimensional Wave
Equation, Jour. Fourier Anal. Appl., 19 (2013), pp. 514544.
J. P. Raymond and H. Zidani, Hamiltonian Pontryagin's principles for control problems governed by semilinear parabolic equations, Applied mathematics & optimization, 39 (1999),
pp. 143177.
M. R. Saviz, An optimal approach to active damping of nonlinear vibrations in composite
plates using piezoelectric patches, Smart Materials and Structures, 24 (2015), p. 115024.
F. Tröltzsch, Optimal Control of Partial Dierential Equations: Theory, Methods, and
Applications, Graduate studies in mathematics, American Mathematical Society, 2010.
A. Unger and F. Tröltzsch, Fast Solution of Optimal Control Problems in the Selective
Cooling of Steel, ZAMM - Journal of Applied Mathematics and Mechanics / Zeitschrift für
Angewandte Mathematik und Mechanik, 81 (2001), pp. 447456.
M. Van De Wal and B. De Jager, A review of methods for input/output selection, Automatica, 37 (2001), pp. 487510.
A. Zettl, Sturm-Liouville Theory, Mathematical Surveys and Monographs, American Mathematical Society, 2005.
M. Zhang and K. A. Morris, Sensor choice for minimum error variance estimation, IEEE
Trans. on Automatic Control, (2017).
brich, and S. Ulbrich,

